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             TD2400 MODEL   
 TYPE III PLASTIC BARRICADE

All Plastic Materials: UV Stabilized Polymer Alloys 
with a Cold Weather Protection Package.

Panels are available with: Chevron Reflective Sheeting, Left or Right Hand, Divergent or with 
Same Direction Reflective Sheeeting. All Sheeting is ASTM 4956.01 Compliant.

Plastic Barricade Panels are 1” X 8” or 2” X 8”   
and are available in 4’ thru 8’ lengths.
Rail Boards are made from 100% Recycled Material

For High Wind areas use extra bags. 

NCHRP350 Compliant: WZ-217                               

Meets MUTCD Standards

  20.00
   min.

12.00 min.

    60.00
     min.
      var.

4’, 5', 6', 8’, 10' & 12'  lengths available

Uprights are 1.750 X 1.750 X 63.00

 8.00

Angle Steel Skids shown. Also available with
PSST Skids, Plastic EZ Skids and TD8400 Rubber Base.

60.00
.125 TYP
X 1.500
X 1.500

27.00
18.00

TD8400 Base
Weight: 35 lbs.
Height: 4 inches

Warning Lights attach easily       
          to top of posts. 

  Angle Steel Skid 

.

60.00

12.00

4.00

2.900  OD

1.750 Socket  Plastic EZ Skid

60.00

    PSST Skid

2.00 X 2.00

1.750 sq.
socket.


